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 Components_______________________________ Page
1 Cable ladder KHZSP, KHZSPZ _____________ 26,28
2 Cable ladder KHZ _______________________ 32
3 Cable ladder KHZPS, KHZP _______________ 30,34
4 Cantilever arm 50i _______________________ 53
5 Cantilever arm 50, 50L, 50F _______________ 55
6 Profile clamp 42_________________________ 61
7 Back plate 40___________________________ 141
8 Mounting rail 40 _________________________ 142
9 Support bracket 3, Support bracket 6 ________ 57,60

10 Vertical pieces __________________________ 62-71
11 Pendant/Fixing rails ______________________ 79-83
12 Fixing rail 24/26x53 for casting-in ___________ 84
14 Ceiling bracket 5 ________________________ 75
15 Pendant base plate 520___________________ 77
16 Round bar fixings(ceiling,wall,floor) __________ 120-122
17 Rail fixing support 24/20F, 24/20FS _________ 143
18 End bracket HT-11_______________________ 136
19 Pendant joint 2J, 2FJ, 20J _________________ 85
20 Pendant bar 1 __________________________ 86
21 Joint 21 _______________________________ 50
22 Joint 9 ________________________________ 125
23 Intermediate connection bolt 29_____________ 123
24 Dropper joint 32 _________________________ 123
25 Reducer 31 ____________________________ 124
26 Coupling 22 ____________________________ 51
27 Fixed take-off hook 4 _____________________ 129
28 End connection 10_______________________ 129
29 Profile clamp 41_________________________ 135
30 Wall bracket 11/25, 11/75 _________________ 73
31 Cross member plug 27 ___________________ 127
32 End plug 28, 28i_________________________ 126
33 Profile protection 28P ____________________ 141
34 End plug 28E, 28D, 28C, 28F ______________ 126
35 Angle plate 33/1, 33/2 ____________________ 125
36 90º bend 15 ____________________________ 94
37 Junction coupling 14 _____________________ 124
38 T-junction 16 ___________________________ 95
39 X-junction 17 ___________________________ 95
40 Riser 18 _______________________________ 96
41 Junction box plate 35P ___________________ 92
42 Junction box plate 35S ___________________ 92
43 Earth clamp W79 ________________________ 93
44 Ceiling bracket TF10 and TF16 _____________ 132
45 Support bracket HSO_____________________ 59
48 Installation plate 61 ______________________ 93
49 Dividing strip 39 _________________________ 90
50 Distance piece W39______________________ 90
52 Cover plate 65 __________________________ 144
53 Junction box cover_______________________ 145
54 Tele-conduit 36 _________________________ 91
55 Clamp 12 ______________________________ 130
56 Hook 8 ________________________________ 132
57 Cable clamp A and R_____________________ 98-99
58 Insert piece EM _________________________ 100
59 Cable clamp ER_________________________ 101
60 Lashing wire____________________________ 100
61 Mounting rail WMS15, WMS25 _____________ 142-143
62 Cable roller S___________________________ 137
63 Cable roller 38 Rig´n roll/Cable roller set 66 ___ 138
64 Marking plate 93 ________________________ 139
65 Threaded rod W76 M10___________________ 140
66 Cover W5______________________________ 108
67 Cover joint _____________________________ 109
68 Profile support piece 37___________________ 110
69 Cover clamp____________________________ 110
70 Cover 90º bend _________________________ 111
71 Cover T-junction ________________________ 112
72 Protecting cover_________________________ 113
73 Screw sets _____________________________ 87-89
74 Expansion bolts _________________________ 316

Fixings-concrete screws __________________ 318
Fixing tray N for casting-in_________________ 145
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KHZV, KHZPV
Installation summary       
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Components _______________________________ Page
1 Cable ladder KHZV______________________ 36
2 Cable ladder KHZPV_____________________ 38
3 Cantilever arm 50F ______________________ 55
4 Profile clamp 43 ________________________ 61
5 Dividing strip 39 ________________________ 90
6 Mounting rail 40 ________________________ 142
7 Support bracket 3 _______________________ 57
8 Vertical piece 20 ________________________ 67
9 Vertical piece 20F _______________________ 69

10 Vertical piece 20FS______________________ 71
12 Pendant/Fixing rail 24/48 _________________ 80
13 Pendant/Fixing rail 24/20 _________________ 81
14 Pendant/Fixing rail 24/20F ________________ 82
15 Pendant/Fixing rail 24/20FS _______________ 83
16 Ceiling bracket 5 ________________________ 75
17 Pendant base plate 520 __________________ 77
18 Round bar fixings (ceiling, wall, floor) ________ 120-122
19 Rail fixing support 24/20F, 24/20FS _________ 143
20 Pendant joint 2J, 2 FJ, 20J ________________ 85
21 End connection 10 ______________________ 129
22 Profile clamp 41 ________________________ 135
23 Wall bracket 11/25, 11/75 ________________ 73
24 Cross member plug 27 ___________________ 127
25 End plug 28E, 28D, 28C, 28F______________ 126
26 Joint 45 _______________________________ 102
27 Take-off hook 47________________________ 105
28 Profile support piece 46 __________________ 107
29 Riser coupling 49 _______________________ 105
30 Marking plate 93 ________________________ 139
31 90º bend 55____________________________ 106
32 T-junction 56 ___________________________ 106
33 Screw set M12 _________________________ 51,102
34 Lighting bracket 200 _____________________ 107
35 Coupling 44____________________________ 103
36 Coupling 51____________________________ 104
37 Junction box plate 35P ___________________ 92
38 Junction box plate 35S ___________________ 92
41 Cover plate 65__________________________ 144
42 Cable clamp A and R ____________________ 98-99
43 Insert piece EM_________________________ 100
44 Cover W5 _____________________________ 108
45 Cover joint_____________________________ 109
46 Profile support piece 37 __________________ 110
47 Cover clamp ___________________________ 110
48 Screw sets ____________________________ 87-89
49 Expansion bolts_________________________ 316
50 Profile protection 28P ____________________ 141

Fixings - concrete screws _________________ 318
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KHZSP, KHZSPZ, KHZPS, KHZ, KHZP, KHZV, KHZPV
Suspension components
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Suspension components _____________________ Page

1 Cantilever arm 50i _______________________ 53
2 Cantilever arm 30 _______________________ 52
3 Cantilever arm 50L, 50, 50F _______________ 55
4 Profile clamp 42_________________________ 61
5 Back plate 40___________________________ 141
6 Support bracket 3 _______________________ 57
7 Support bracket 6 _______________________ 60
8 Support bracket HSO_____________________ 59
9 Vertical piece 2Fi ________________________ 66

10 Vertical piece 2 _________________________ 62
11 Vertical piece 2F ________________________ 64
12 Vertical piece 20 ________________________ 67
13 Vertical piece 20F _______________________ 69
14 Vertical piece 20FS ______________________ 71
15 Pendant/Fixing rail 24/34__________________ 79
16 Pendant/Fixing rail 24/48__________________ 80
17 Pendant/Fixing rail 24/20__________________ 81
18 Pendant/Fixing rail 24/20F_________________ 82
19 Pendant/Fixing rail 24/20FS _______________ 83
20 Pendant joint 2J_________________________ 85
21 Pendant joint 2FJ________________________ 85
22 Pendant joint 20J________________________ 85
23 Threaded rod W76 M10___________________ 140
24 Ceiling bracket TF-10, TF-16_______________ 132
25 Ceiling bracket 5 ________________________ 75
26 Pendant base plate 520___________________ 77
27 Rail fixing support 24/20F, 24/20FS _________ 143
28 Ceiling plate 20F, 20FS ___________________ 134
29 Pendant bar 1 __________________________ 86
30 Bracket 60/40___________________________ 86
31 Beam clamp 5BK________________________ 78
32 Ceiling bracket 5TP ______________________ 77
33 Ceiling bracket 5TPA_____________________ 76
34 Angle bracket 5L ________________________ 128
35 Angle bracket 5LS _______________________ 128
36 Wall bracket 20, 20F _____________________ 133
37 Wall bracket 11/25, 11/75 _________________ 73
38 End plug 28E, 28D, 28C, 28F ______________ 126
39 Screw sets _____________________________ 87-88
40 T-bolts ________________________________ 89
41 Round bar fixing for ceilings _______________ 120
42 Round bar fixing for walls _________________ 121
43 Round bar fixing for floors _________________ 121
44 Clamp set M6___________________________ 122

Fixings - expansion bolts, concrete screws ____ 316-332
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Frame installations
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Applications
Hospitals, public buildings, schools, storage buildings, small industries,
department stores, offices... whereever there are dry environments.

KHZSP

Length 3, 4, 6 m Corrosion class
Width 200-600 mm
Pre-galvanized X C2
Hot dip galvanized
Zinkpox® coated white
Stainless steel AISI 316L

18 ø8,5 x 18

30
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WEF-0001
Cable ladder KHZSP

L=6 m L=4 m L=3 m
A B Pre-galv. Pre-galv. Pre-galv. Weight kg

mm mm Part.No. C* Part.No. C* Part.No. C* 100 m
KHZSP-200 198 164 734488 8 718572 6 783155 5 198
KHZSP-300 298 264 734489 5 718573 3 783156 2 217
KHZSP-400 398 364 734490 1 718574 0 783157 9 237
KHZSP-500 498 464 734491 8 718575 7 783158 6 257
KHZSP-600 598 564 734492 5 718576 4 783159 3 277
*EAN-code=732167+Part.no+C (control figure)

Going through a fire wall
When passing through a fire wall, the ladder must be cut on either 
side of the fire barrier.

Loadings
The ladders are tested according to IEC 61537,
test model ll - a joint in the intermediate span (F2).

Guaranteed load
Guaranteed uniformly distributed load supported
by Wibe includes a minimum safety factor of 1.7 towards rupture. 
The diagram shows the deflection with Joint 21 for ladder widths up 
to 600 mm.

The cable ladders must not be used as walkways.
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Applications
Industrial installations both indoors and outdoors. 

KHZSPZ

Length 6 m Corrosion class
Width 200-600 mm
Pre-galvanized
Hot dip galvanized X C3,C4
Zinkpox® coated white
Stainless steel AISI 316L

18 ø8,5 x 18

30
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WEF-0001
Cable ladder KHZSPZ

A B Hot dip galv. Weight kg
mm mm Part.No. C* 100 m

KHZSPZ-200 198 164 734494 9 200
KHZSPZ-300 298 264 734495 6 220
KHZSPZ-400 398 364 734496 3 240
KHZSPZ-500 498 464 734497 0 260
KHZSPZ-600 598 564 734498 7 280
*EAN-code=732167+Part.no+C (control figure)

Going through a fire wall
When passing through a fire wall, the ladder must be cut on either 
side of the fire barrier.

Loadings
The ladders are tested according to IEC 61537,
test model ll - a joint in the intermediate span (F2).

Guaranteed load
Guaranteed uniformly distributed load supported
by Wibe includes a minimum safety factor of 1.7 towards rupture. 
The diagram shows the deflection with Joint 21 for ladder widths up 
to 600 mm.

The cable ladders must not be used as walkways.
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Applications
Hospitals, public buildings, schools, storage buildings, small industries,
department stores, offices... whereever there are dry environments.

KHZPS

Length 6 m Corrosion class
Width 150-1000 mm
Pre-galvanized X C2
Hot dip galvanized
Zinkpox® coated white
Stainless steel AISI 316L

18 ø8,5 x 18

30
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Applications
Industrial installations both indoors and outdoors.
KHZ AISI 316L for installations e.g. in food industries,
coastal and offshore areas.

KHZ®

Length 6 m Corrosion class
Width 150-600 mm
Pre-galvanized
Hot dip galvanized X C3,C4
Zinkpox® coated white X C5-I
Stainless steel AISI 316L X C5-M

17

21
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WEF-0001
Cable ladder KHZ®

KHZ closed

A B Hot dip galv.

Closed

Hot dip galv.

Closed
Stainl. steel
(AISI316L)

ZINKPOX®
White Weight kg

mm mm Part. No. C* Part. No. C* Part. No. C* Part. No. C* 100 m
KHZ-150 147 111 768001 6 726416 2** 727376 8** 714058 9 270
KHZ-200 197 161 768002 3 726417 9** 727377 5** 714059 6 280
KHZ-300 297 261 768004 7 726419 3** 727378 2** 714061 9 300
KHZ-400 397 361 768005 4 726420 9** 727379 9** 714062 6 320
KHZ-500 497 461 768006 1 726421 6** 727380 5** 714063 3 340
KHZ-600 597 561 768007 8 726422 3** 727381 2** 714064 0 360
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Going through a fire wall
When going through a fire wall one shall always cut the cable ladders 
just before and right after the opening in the wall.

Loadings
The ladders are tested according to IEC 61537,
test model ll - a joint in the intermediate span (F2).

Guaranteed load
Guaranteed uniformly distributed load supported
by Wibe includes a minimum safety factor of 1.7 towards rupture. 
The diagram shows the deflection with Joint 21 for ladder widths up 
to 600 mm.

The cable ladders must not be used as walkways.
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Applications
Industrial installations both indoors and outdoors. Coastal and offshore areas.

KHZP®

Length 3, 6 m Corrosion class
Width 150-1000 mm
Pre-galvanized
Hot dip galvanized X C3,C4
Zinkpox® coated white X C5-I
Stainless steel AISI 316L X C5-M

Going through a fire wall
When passing through a fire wall, the ladder must be cut on either 
side of the fire barrier.

Loadings
The ladders are tested according to IEC 61537,
test model ll - a joint in the intermediate span (F2).

Guaranteed load
Guaranteed uniformly distributed load supported
by Wibe includes a minimum safety factor of 1.7 towards rupture. 
The diagram shows the deflection with Joint 21 for ladder widths up 
to 600 mm.
For widths greater than 600 mm contact Wibe or distributor.

The cable ladders must not be used as walkways.

18 ø8,5 x 17

30
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WEF-0001
Cable ladder KHZP®

L A B Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White Weight kg

mm mm mm Part. No. C* Part. No. C* Part. No. C* 100 m
KHZP-150 6000 147 111 718562 7 727382 9 718591 7 260
KHZP-200 6000 197 161 718563 4 727383 6 718592 4 270
KHZP-300 6000 297 261 718564 1 727384 3 718593 1 290
KHZP-400 6000 397 361 718565 8 727385 0 718594 8 315
KHZP-500 6000 497 461 718566 5 727386 7 718595 5 340
KHZP-600 6000 597 561 718567 2 727387 4 718596 2 360
KHZP-800 6000 797 761 721960 5 782128 0** 728033 9** 490
KHZP-1000 6000 997 961 718568 9 782129 7** 718597 9** 560

KHZP-150 3000 147 111 783516 4** 783524 9** 260
KHZP-200 3000 197 161 783517 1** 783525 6** 270
KHZP-300 3000 297 261 783518 8** 783526 3** 290
KHZP-400 3000 397 361 783519 5** 783527 0** 315
KHZP-500 3000 497 461 783520 1** 783528 7** 340
KHZP-600 3000 597 561 783521 8** 783529 4** 360
KHZP-800 3000 797 761 783522 5** 783530 0** 490
KHZP-1000 3000 997 961 783523 2** 783531 7** 560
*EAN-code=732167+Part.no+C (control figure) **Produced to order
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Applications
Coastal areas, industrial installations both indoors and outdoors.
The ladder is designed for extreme support distances and loadings.

KHZV

Length 6 m Corrosion class
Width 200-600 mm
Pre-galvanized
Hot dip galvanized X C3,C4
Zinkpox® coated white X C5-I
Stainless steel AISI 316L

17

21



37

WEF-0001
Cable ladder KHZV

A B Hot dip galv.
ZINKPOX®

White Weight kg
mm mm Part. No. C* Part. No. C* 100 m

KHZV-200 197 161 712015 4 714198 2 440
KHZV-300 297 261 712017 8 714200 2 460
KHZV-400 397 361 712019 2 714202 6 480
KHZV-500 497 461 712018 5 714201 9 500
KHZV-600 597 561 712020 8 714203 3 530
*EAN-code=732167+Part.no+C (control figure)

Going through a fire wall
When passing through a fire wall, the ladder must be cut on either 
side on the fire barrier.

Loadings
The ladders are tested according to IEC 61537,
test model ll for bracket distance up to and including
4 m, test type V for bracket distance more than 4 m.

Guaranteed load
Guaranteed uniformly distributed load supported
by Wibe includes a minimum safety factor of 1.7 towards rupture. 
The diagram shows the deflection
for ladder widths up to 600 mm.

The cable ladders must not be used as walkways.
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Applications
Coastal and offshore areas, industrial installations both indoors and outdoors.
The ladder is designed for extreme support distances and loadings. 

KHZPV

Length 6 m Corrosion class
Width 200-1000 mm
Pre-galvanized
Hot dip galvanized X C3,C4
Zinkpox® coated white X C5-I
Stainless steel AISI 316L X C5-M

18 ø8,5 x 17

30
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WEF-0001
Cable ladder KHZPV

A B Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White Weight kg

mm mm Part. No. C* Part. No. C* Part. No. C* 100 m
KHZPV-200 197 161 717982 4 784066 3** 723390 8** 426
KHZPV-300 297 261 717983 1 784067 0** 723391 5** 448
KHZPV-400 397 361 717984 8 784068 7** 723392 2** 470
KHZPV-500 497 461 717985 5 784069 4** 723393 9** 493
KHZPV-600 597 561 717986 2 784070 0** 723394 6** 515
KHZPV-800 797 761 784071 7** 587
KHZPV-1000 997 961 716400 4 784072 4** 716401 1** 703
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Going through a fire wall
When passing through a fire wall, the ladder must be cut on either 
side on the fire barrier.

Loadings
The ladders are tested according to IEC 61537,
test model ll for bracket distance up to and including
4 m, test type V for bracket distance more than 4 m.

Guaranteed load
Guaranteed uniformly distributed load supported
by Wibe includes a minimum safety factor of 1.7 towards rupture. 
The diagram shows the deflection 
for ladder widths up to 600 mm. For widths greater than 600 mm con-
tact Wibe or distributor.

The cable ladders must not be used as walkways.
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WEF-0001Used on vertical cable ladder installations for mounting of terminal boxes, contact breakers etc. 

Use and installation

WEF-0001The earth clamp is used when protective earthing of the junction box plate is required. 

Use and installation

Installation plate 61

B Pre-galv. Hot dip galv. Weight kg
mm Part. No. C* Part. No. C* 100 pcs

Installation plate 61-200 200 732486 6 732491 0 100
Installation plate 61-300 300 732487 3 732492 7 140
Installation plate 61-400 400 732488 0 732493 4 170
Installation plate 61-500 500 732489 7** 732494 1** 240
Installation plate 61-600 600 732490 3** 732495 8** 270
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Used on vertical cable ladder 
installations for mounting of 
terminal boxes, contact breakers 
etc. Mount with selftapping screw 
ST4.2 in the side profile.

Earth clamp W79

Electro-galv. Weight kg
Part. No. C* 100 pcs

Earth clamp W79 716640 4 0.2
*EAN-code=732167+Part.no+C (control figure)

Earth clamps are designed for use when protective earthing of the
mounting plate is required for mounting apparatuses as per
relevant heavy current directives. The oblong holes in the junction
box plate (mounting plate) permit movement of the earth clamp so
that it always comes under the casing of the apparatus.
If the apparatus’s earth clamp is not approved for joining protective
earth conductors, it must pass unbroken through the apparatus’s
earth clamp to the junction box earth clamp (see the fig.).
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WEF-0001The cable ladders are joined to the bend with Joint 21. 

Interior

Exterior

Use and installation

90° bend 15

R A Pre-galv*** Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White Weight kg

mm mm Part. No. C* Part. No. C* Part. No. C* Part. No. C* 100 pcs
90°bend 15-150 268 547 716066 2 727346 1 716074 7** 220
90°bend 15-200 268 597 723061 7 716067 9 727347 8 716075 4** 240
90°bend 15-300 268 697 723062 4 716069 3 727348 5 716077 8** 290
90°bend 15-400 268 797 723063 1 716070 9 727349 2 716078 5** 340
90°bend 15-500 268 897 723064 8 716071 6 727350 8 716079 2** 390
90°bend 15-600 268 997 723065 5 716072 3 727351 5 716080 8** 440
90°bend 15-800 268 1197 721961 2 728043 8** 640
90°bend 15-1000 268 1397 716073 0 716081 5** 760

R A Pre-galv. Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White Weight kg

mm mm Part. No. C* Part. No. C* Part. No. C* Part. No. C* 100 pcs
90°bend 15-150 554 703 716179 9** 727352 2** 716186 7** 320
90°bend 15-200 604 933 716180 5 727353 9** 716187 4** 370
90°bend 15-300 704 1133 716182 9 727354 6** 716189 8** 460
90°bend 15-400 804 1333 716183 6 727355 3** 716190 4** 550
90°bend 15-500 904 1533 716184 3 727356 0** 716191 1** 640
90°bend 15-600 1004 1733 716185 0 727357 7** 716192 8** 760
90°bend 15-800 1204 2133 723057 0 728052 0** 1060
90°bend 15-1000 1404 2533 723260 4 728053 7** 1280
*EAN-code=732167+Part.no+C (control figure) **Produced to order
***Pre-galv. bends have open side profiles.
Note! R and A must be reduced with 5 mm for bends of stainless steel.

Join cable ladders to 90° bend 
using Joint 21.
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WEF-0001The cable ladders are joined to the T-junction with Joint 21. 

Use and installation

WEF-0001The cable ladders are joined to the X-junction with Joint 21. 

Use and installation

T-junction 16

A L Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White Weight kg

mm mm Part. No. C* Part. No. C* Part. No. C* 100 pcs
T-junction 16-150 547 944 716193 5 727358 4** 716201 7** 300
T-junction 16-200 597 997 716194 2 727359 1 716202 4** 320
T-junction 16-300 697 1097 716196 6 727360 7 716204 8** 390
T-junction 16-400 797 1197 716197 3 727361 4 716205 5** 440
T-junction 16-500 897 1297 716198 0 727362 1 716206 2** 530
T-junction 16-600 997 1397 716199 7 727363 8 716207 9** 600
T-junction 16-800 1197 1597 721962 9** 750
T-junction 16-1000 1397 1797 716200 0 716208 6** 860
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Join the cable ladders to
T-junction 16 using Joint 21.

X-junction 17

A Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White Weight kg

mm Part. No. C* Part. No. C* Part. No. C* 100 pcs
X-junction 17-150 547 716209 3 727364 5 716217 8** 380
X-junction 17-200 997 716210 9 727365 2 716218 5** 400
X-junction 17-300 1097 716212 3 727366 9 716220 8** 500
X-junction 17-400 1197 716213 0 727367 6 716221 5** 550
X-junction 17-500 1297 716214 7 727368 3 716222 2** 600
X-junction 17-600 1397 716215 4 727369 0 716223 9** 860
X-junction 17-800 1597 721963 6** 1070
X-junction 17-1000 1797 716216 1 716224 6** 1220
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Join the cable ladders to
X-junction 17 using Joint 21.
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WEF-0001The cable ladders are joined to the riser with Joint 21. 

Use and installation

Riser 18

Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White Weight kg

Part. No. C* Part. No. C* Part. No. C* 100 pcs
Riser 18-150 718176 6 727370 6 718184 1** 180
Riser 18-200 718177 3 727371 3 718185 8** 190
Riser 18-300 718179 7 727372 0 718187 2** 210
Riser 18-400 718180 3 727373 7 718188 9** 230
Riser 18-500 718181 0 727374 4** 718189 6** 250
Riser 18-600 718182 7 727375 1 718190 2** 270
Riser 18-800 721964 3 728034 6** 310
Riser 18-1000 718183 4 718191 9** 350
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Join the cable ladders to
Riser 18 using Joint 21.
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WEF-0001For fastening of cables on Pendant/Fixing rail 24/48,
Cable ladders KHZSP, KHZSPZ, KHZPS, KHZP and KHZPV. 

Cable clamp A for 1 cable

Cable clamp A for 2 cables

*EAN-code = 732167 + Part.no + C (control figure) 

Use and installation

Tightening moment
When mounting, Insert piece EM is to be used.
It is important that the clamp is not tightened too hard.
The installer must watch out for deformations when tightening.
Suitable tightening moment for clamps with M6-screw is 0.5-1.0 Nm
and for clamps with M8-screw 1.0-1.5 Nm. 

Cable clamp type A

Cabel clamp for 1 cable Cable clamp for 2 cables

For cable Pre-galv. Weight kg
mm Part. No. C* 100 pcs

Cable clamp A1-12  -12 718507 8 3.4
Cable clamp A1-16 13-16 718508 5 3.7
Cable clamp A1-22 17-22 718509 2 4.6
Cable clamp A1-28 23-28 718510 8 5.3
Cable clamp A1-36 29-36 718511 5 8.8
Cable clamp A1-44 37-44 718512 2 9.9
Cable clamp A1-52 45-52 718513 9 11.0
Cable clamp A1-60 53-60 718514 6 12.5
Cable clamp A1-70 61-70 718515 3 15.4

For cable Pre-galv. Weight kg
mm Part. No. C* 100 pcs

Cable clamp A2-12  -12 718516 0 4.0
Cable clamp A2-16 13-16 718517 7 4.6
Cable clamp A2-22 17-22 718518 4 5.9
Cable clamp A2-28 23-28 718519 1 7.0
Cable clamp A2-36 29-36 718520 7 11.2
Cable clamp A2-44 37-44 718521 4 13.3

Use Cable clamp type A to attach 
cables to Pendant/Fixing rail 
24/48. Use Insert piece EM.

Mounting rail 40 with Cable 
clamp type A.

Use Cable clamp type A to attach 
cables to cable ladders KHZSP, 
KHZSPZ, KHZPS, KHZPV and 
KHZP. Use Insert piece EM.

In order to avoid torsion of the 
rung, cable clamps can be 
mounted opposite each other on 
the rung.



99

WEF-0001For fastening of cables on Cable ladders KHZ and KHZV. 

Cable clamp R for 1 cable

Cable clamp R for 2 cables

*EAN-code = 732167 + Part.no + C (control figure) 

Use and installation

Tightening moment
When mounting, Insert piece EM is to be used.
It is important that the clamp is not tightened too hard.
The installer must watch out for deformations when tightening.
Suitable tightening moment for clamps with M6-screw is 0.5-1.0 Nm
and for clamps with M8-screw 1.0-1.5 Nm. 

Cable clamp type R

Cable clamp for 1 cable Cable clamp for 2 cables

For cable Pre-galv. Weight kg
mm Part. No. C* 100 pcs

Cable clamp R1-12 -12 769000 8 5.5
Cable clamp R1-16 13-16 769001 5 6.3
Cable clamp R1-22 17-22 769002 2 7.4
Cable clamp R1-28 23-28 769003 9 8.5
Cable clamp R1-36 29-36 769004 6 11.1
Cable clamp R1-44 37-44 769005 3 12.7
Cable clamp R1-52 45-52 769006 0 14.2
Cable clamp R1-60 53-60 769007 7 15.5
Cable clamp R1-70 61-70 769008 4 18.4

For cable Pre-galv. Weight kg
mm Part. No. C* 100 pcs

Cable clamp R2-12 -12 769009 1 6.8
Cable clamp R2-16 13-16 769010 7 7.9
Cable clamp R2-22 17-22 769011 4 9.6
Cable clamp R2-28 23-28 769012 1 11.3
Cable clamp R2-36 29-36 769013 8 14.5
Cable clamp R2-44 37-44 769014 5 17.0
Cable clamp R2-52 45-52 769015 2 19.2
Cable clamp R2-60 53-60 769016 9 21.4

Cable clamp Type R is used for 
fastening cables on the cable 
ladders KHZ and KHZV. Insert 
piece EM must be installed.
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WEF-0006Insert pieces are to be used in order to prevent pressure on the cable. 
The insert piece is placed between the cable and the rung from the 
same side whereas the clamp has been fastened to the rung. 

Use and installation

WEF-0011For lashing of wires on cable ladders. 

Use and installation

Insert piece EM

For cable Plastic, grey Weight kg
mm Part. No. C* 100 pcs

Insert piece EM-12  -12 709050 1 0.2
Insert piece EM-16 13-16 709051 8 0.2
Insert piece EM-22 17-22 709052 5 0.3
Insert piece EM-28 23-28 709053 2 0.3
Insert piece EM-36 29-36 709054 9 0.5
Insert piece EM-44 37-44 709055 6 0.7
Insert piece EM-52 45-52 709056 3 0.8
Insert piece EM-60 53-60 709057 0 0.9
Insert piece EM-70 61-70 709058 7 1.0
*EAN-code=732167+Part.no+C (control figure)

Insert pieces EM increase the contact area of the cables.

Lashing wire

Diam Breaking load Weight kg
mm kg Part. No. C* 100 m

HTR-2303 Lashing wire, stainless steel, white PVC 1.25 92 713686 5 1.3
HTR-2313 Lashing wire, stainless steel, black PVC 1.25 92 713687 2 1.3
HT-2304 Lashing wire, white PVC 1.5 25 713684 1 1.8
HT-2314 Lashing wire, black PVC 1.5 25 713685 8 1.8
*EAN-code=732167+Part.no+C (control figure)

Cables are easily installed by lashing 
around the rungs of KHZ and KHZV.

Cables are easily installed by lashing 
through the perforations of the rungs
or around the rungs of KHZSP, 
KHZSPZ, KHZPS, KHZP and 
KHZPV.

Cables are easily installed on 
KHZSP, KHZSPZ, KHZPS, KHZP 
and KHZPV by lashing in such a way 
that the lashing wire is pinched 
around the rung as shown.

Dividing strips and tele-conduits are 
attached to the ladder by lashing 
around the rungs of KHZ and KHZV.
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WEF-0001For installation of cables on cable ladders with round or perforated rungs. 

Use and installation

Cable clamp ER

Cable clamp ER Oval rung adapter

For cable A B
Stainl. steel

(AISI316) Weight kg
mm mm mm Part. No. C* 100 pcs

Cable clamp ER 23-28 80 74 736440 4 44
Cable clamp ER 27-32 82 81 736441 1 45
Cable clamp ER 30-35 82 88 736442 8 46
Cable clamp ER 33-38 85 94 736443 5 47
Cable clamp ER 36-42 113 101 736444 2 60
Cable clamp ER 40-46 115 108 736445 9 62
Cable clamp ER 44-50 117 115 736446 6 63
Cable clamp ER 48-55 120 129 736447 3 64
Cable clamp ER 51-58 121 130 736448 0 66
Cable clamp ER 55-62 156 138 736449 7 78
Cable clamp ER 59-66 158 146 736450 3 79
Cable clamp ER 63-70 160 150 736451 0 80
Cable clamp ER 67-74 163 161 736452 7 81
Cable clamp ER 71-78 165 168 736453 4 85
Cable clamp ER 74-82 167 176 736454 1 86
Cable clamp ER 77-85 169 181 736455 8 87
Oval rung adapter (screw set incl.) 736456 5 12
Screw set 74S (2 pcs are required for installation on perforated rungs) 737198 5 2
*EAN-code=732167+Part.no+C (control figure)

Tested at British short-circuit testing station.
Test report no. BS/F 1265
• Wibe cable ladder KHZ-600, KHZP-300 and KHZP-600

Cable clamp ER mounted on every rung
• Wibe cable ladder KHZ-300

Cable clamp ER mounted on every other rung 
Condition after test
400 volt 58 kA symmetrical current (Peak 140 kA) during 0.1 second:
- All clamps remained secure
- Some slight distorsion of the ladder rungs
- The cables were splayed out between the clamps but otherwise in good order

Remove the bottom plate of the 
clamp and mount it with Oval 
rung adapter on cable ladders 
with round rungs - KHZ and 
KHZV.

Remove the bottom plate of the 
clamp and mount it with 2 screw 
sets 74S on cable ladders with 
perforated rungs - KHZP, 
KHZPS, KHZSP, KHZSPZ 
and KHZPV.

Test report no. BS/F 1268
• Wibe cable ladder KHZ-600 and KHZP-600

Cable clamp ER mounted on every other rung 
Condition after test
352 volt 64 kA symmetrical current (Peak 140 kA) during 0.1 second:
- All clamps remained secure
- There was distorsion of a number of the ladder rungs
- The cables were splayed out between the clamps but otherwise in good order

Remove the locking nut. Open 
the clamp.

Mount the cables. Lock the clamp with the locking 
nut. Turn the nut to max. 4-5 Nm. 
The rubber lining must touch the 
cables but not so tight that the 
cables will be deformed.

B

50A

48

47
ø10,5

29,5
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WEF-0011

WEF-0001Used for all joints with KHZV and KHZPV. 

Use and installation

WEF-0001Fitted as a joining plate in a cut KHZV/KHZPV ladder. 

Use and installation

Screw set M12

Hot dip galv.
Stainl. steel
(AISI316L) Weight kg

Part. No. C* Part. No. C* 100 pcs
Screw set M12 (4 bolts M6S 12x25 and 4 nuts M6M 12) 706415 1 728767 3 20
*EAN-code=732167+Part.no+C (control figure)

For joining ladders. For joints with Riser coupling 49. For joints with 90º bend 55 and 
T-junctions 56.

Joint 45

Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White Weight kg

Part. No. C* Part. No. C* Part. No. C* 100 pcs
Joint 45 (screws M8 och M12 + nuts are supplied) 707609 3 792873 6** 714227 9 50
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Cable ladders can be joined 
using separate joints.
- Cut the ends clean.
- Place the joints outside the lad-
ders and mark where the holes 
shall be drilled.
- Drill 9 mm dia. holes.

- Insert the joint plates into the 
ladders and bolt them fast.

The holes are laterally displaced 
to avoid play in joints. 
If the ladders are mounted with 
arch pipes facing downwards, 
use holes 1 and 3.

If the ladders are mounted with 
arch pipes facing upwards, use 
holes 1 and 2.

ø9

20 35

ø13

ø9

1

2
3 1

2
3
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WEF-0001For horizontal coupling of KHZV/KHZPV. Also used for branches
and as an end connection against a wall. 

Use and installation

Coupling 44

Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White Weight kg

Part. No. C* Part. No. C* Part. No. C* 100 pcs
Coupling 44 (4 screws M8x30+nuts incl) 720815 9 792888 0** 720816 6** 50
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Coupling 44 may be bent to the 
required angle in a vice, using an 
adjustable spanner or suchlike.

Use Coupling 44 as a drilling 
pattern on the cut ladder.
Drill 9 mm dia. holes.

Assemble the cut and drilled 
ladders using M8x30 mm bolts. 
If the angle unit is mounted 
against a fixed joint plate use 
Screw set M12.

Horizontal angle formation.
Angled cutting of the ladder ends 
determines the angle.

Straight branch. Angled branch. Use Coupling 44 as an end 
attachment for mounting ladders 
against walls or floors.
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WEF-0001Used as self-supporting vertical coupling of KHZV/KHZPV. 

Screw set M12 for installation on the cable ladder is to be ordered separately. 

Use and installation

Coupling 51

Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White*** Weight kg

Part. No. C* Part. No. C* Part. No. C* 100 st
Coupling 51 731837 7 731914 5** 731911 4 150
2 screws M12+nuts incl. ***Screws+nuts of stainless steel AISI 316L
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Coupling 51. Used as self-
supporting vertical coupling of 
KHZV/KHZPV. Rising. 
Adjustable from 10° to 90° 
gradually in steps of 20°.

Coupling 51. Used as self-
supporting vertical coupling of 
KHZV/KHZPV. Sloping. 
Adjustable from 10° to 90° 
gradually in steps of 20°.

1. Install the plates on the   
    ladder with Screw set M12.

2. Assemble the ladders in the  
centre hole with one of the             
included screws/nuts.
Adjust to desired angle
and fix the installation
in one of the outer
holes with screw/nut.

3. Move the nut in the centre hole 
to the opposite outer hole
and tighten.
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WEF-0001Fitted at a 90° vertical coupling. 

Use and installation

WEF-0001Used on KHZV/KHZPV ladders to make 90° branches. 

Use and installation

Riser coupling 49

Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White Weight kg

Part. No. C* Part. No. C* Part. No. C* 100 pcs
Riser coupling 49-200 716389 2 792880 4** 716395 3** 220
Riser coupling 49-300 716390 8 792881 1** 716396 0** 230
Riser coupling 49-400 716391 5 792882 8** 716397 7** 240
Riser coupling 49-500 720517 2 792883 5** 720518 9** 245
Riser coupling 49-600 716392 2 792884 2** 716398 4** 250
Riser coupling 49-800 792885 9** 265
Riser coupling 49-1000 716393 9** 792886 6** 716399 1** 280
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Mount Riser coupling 49 to form 
a 90° branch on KHZV/KHZPV 
using 2 Screw sets M12.
This provides a large radius for 
cables.

Take-off hook 47

Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White Weight kg

Part. No. C* Part. No. C* Part. No. C* 100 pcs
Take-off hook 47 (screw M12 + nuts are supplied) 791350 3 792875 0** 791401 2 27
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Use Take-off hook 47 to make 
90° branches.

The extra hole, Ø 4.5, is to be 
used when earthing is demanded 
or if vertical locking of the ladder 
is needed. A self-drilling screw 
must be used.
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WEF-0001Fitted at a 90° horizontal coupling of KHZV and KHZPV. 

Use and installation

WEF-0001Fitted at a T-junction of KHZV and KHZPV. 

Use and installation

90° bend 55

A Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White80 Weight kg

mm Part. No. C* Part. No. C* Part. No. C* 100 pcs
90° bend 55-200 625 716241 3 792903 0** 716248 2** 510
90° bend 55-300 725 716243 7 792904 7** 716250 5** 560
90° bend 55-400 825 716244 4 792905 4** 716251 2** 620
90° bend 55-500 925 716245 1 792906 1** 716252 9** 680
90° bend 55-600 1025 716246 8 792907 8** 716253 6** 750
90° bend 55-800 1225 792908 5** 830
90° bend 55-1000 1425 716247 5 792909 2** 716254 3** 1110
*EAN-code=732167+Part.no+C (control figure) **Produced to order

For joining to KHZV and KHZPV, 
use Screw set M12.

T-junction 56

A L Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White80

Weight kg

mm mm Part. No. C* Part. No. C* Part. No. C* 100 pcs
T-junction 56-200 625 1050 716255 0 792920 7** 716262 8** 710
T-junction 56-300 725 1150 716257 4 792921 4** 716264 2** 790
T-junction 56-400 825 1250 716258 1 792922 1** 716265 9** 840
T-junction 56-500 925 1350 716259 8 792923 8** 716266 6** 940
T-junction 56-600 1025 1450 716260 4 792924 5** 716267 3** 1010
T-junction 56-800 1225 1650 792925 2** 960
T-junction 56-1000 1425 1850 716261 1 783484 6** 716268 0** 1300
*EAN-code=732167+Part.no+C (control figure) **Produced to order

For joining to KHZV and KHZPV, 
use Screw set M12.
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WEF-0001Fitted between the ladder and the vault pipe when a support bracket
is positioned between existing profile support pieces. 

Use and installation

WEF-0001Used for the installation of lighting fittings beneath KHZV/KHZPV 200. 

Use and installation

Profile support piece 46

Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White Weight kg

Part. No. C* Part. No. C* Part. No. C* 100 pcs
Profile support piece 46 708001 4 792877 4** 714179 1 15
(screw MVBF8x16+nut are supplied)
*EAN-code=732167+Part.no+C (control figure) **Produced to order

If a support bracket is placed 
between two profile support 
pieces, a Profile support piece 46 
must be mounted between the 
arch pipes and the ladder.
If the load amounts to half the 
permitted load, Profile support 
piece 46 may be excluded.

Profile support piece 46 can be 
installed as a fixing for different 
applications.

Lighting bracket 200

Hot dip galv.
ZINKPOX®

White Weight kg
Part. No. C* Part. No. C* 100 pcs

Lighting bracket 200 718643 3 718644 0** 16
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Mount Lighting bracket 200 for KHZV/KHZPV between the two lower 
tubes. If necessary, 5 mm dia. holes can be used for locking against 
the arch tube by means of blind rivets or sheet screws.

ø5 mm
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WEF-0001

Use and installation

Cover W5
Covers are installed to protect the cable runs from dust, dirt and liquids etc. Outdoors, the covers protect
against rain and sun. All Wibe cable ladders and cable trays can be fitted with covers.

Ladder
width B Pre-galv. Hot dip galv.

Stainl. steel
(AISI316L)

Pre-galv.
White

ZINKPOX®
White

Weight kg

mm mm Part. No. C* Part. No. C* Part. No. C* Part. No. C* Part. No. C* 100 pcs
Cover W5-150 150 151 732216 9 732264 0 732291 6** 734134 5** 782365 9** 190
Cover W5-200 200 201 732217 6 732265 7 732292 3** 729017 8** 782366 6** 250
Cover W5-300 300 301 732218 3 732266 4 732293 0** 729018 5** 782367 3** 360
Cover W5-400 400 401 732219 0 732267 1 732294 7** 729019 2** 782368 0** 680
Cover W5-500 500 501 732220 6 732268 8 732295 4** 729020 8** 782369 7** 840
Cover W5-600 600 601 732221 3 732269 5 732296 1** 729021 5** 782370 3** 700
Cover W5-800 800 801 782213 3** 783375 7** 782214 0** 1420
Cover W5-1000 1000 1001 732222 0 732270 1 732297 8** 729022 2** 782371 0** 1150
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Mount covers to protect the cable 
routes from dust, waste, liquids, 
etc. Outdoors, covers protect 
against rain and sun. All Wibe 
cable ladders can be fitted with 
covers. Mount covers using 
Profile support piece 37 and 
Cover clamp.
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WEF-0001Inserted between the covers. 

Use and installation

Cover joint

For ladder 
width B Pre-galv. Hot dip galv.

Pre-galv.
White Weight kg

mm mm Part. No. C* Part. No. C* Part. No. C* 100 pcs
Cover joint-150 150 125 712639 2 780452 8 714710 6** 10
Cover joint-200 200 175 712640 8 780453 5 714711 3** 20
Cover joint-300 300 275 712642 2 780454 2 714713 7** 30
Cover joint-400 400 375 712643 9 780455 9 714714 4** 40
Cover joint-500 500 475 712644 6 780456 6 714715 1** 50
Cover joint-600 600 575 712645 3 780457 3 714716 8** 60
*EAN-code=732167+Part.no+C (control figure) **Produced to order

For width 800 or 1000 mm, use a 
combination of two smaller joints 
(e.g. 400+600 mm). Insert joints 
between covers.
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WEF-0001When installing covers, the profile support pieces are mounted
approx. every 0.5 m along both sides of the ladder. 

Use and installation

WEF-0001Cover clamps are required when installing a cover on a Profile support piece 37. 

Use and installation

Profile support piece 37

Pre-galv. Hot dip galv.
Stainl. steel
(AISI316L)

Pre-galv.
White

ZINKPOX®
White Weight kg

Part. No. C* Part. No. C* Part. No. C* Part. No. C* Part. No. C* 100 pcs
Profile support piece 37 729217 2 730188 1 730190 4 730189 8 782382 6** 6
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Mount Profile support piece 37 
on the inside of the hexagonal 
section. Bend the tab towards
the ladder section using a screw-
driver as a lever.

Profile support piece 37 can be 
bent to fit the cover width.

Lock the cover on the Profile 
support piece 37 using Cover 
clamps.

Profile support pieces 37 can be 
mounted as cable supports. 
Mount the attachments at about 
0.5 m centres on both sides of 
the ladder.

Cover clamp

Pre-galv. Hot dip galv.
Stainl. steel
(AISI316L)

Pre-galv.
White

Zinkpox®
White Weight kg

Part. No. C* Part. No. C* Part. No. C* Part. No. C* Part. No. C* 100 pcs
Cover clamp 712668 2 728584 6 728586 0 714709 0 782384 0** 1.5
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Cover clamps are required for 
mounting covers on Profile 
support piece 37.
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WEF-0001Fits 90° interior bends. Installed with a Profile support piece 37, 
Cover clamp and Cover joint. 

Use and installation

Cover 90° bend

For ladder
width B Pre-galv. Hot dip galv.

Pre-galv.
White

ZINKPOX®
White Weight kg

mm mm Part. No. C* Part. No. C* Part. No. C* Part. No. C* 100 pcs
Cover 90° bend-150 150 151 732322 7 781433 6 781804 4** 781751 1** 65
Cover 90° bend-200 200 201 732323 4 781434 3 781805 1** 781752 8** 91
Cover 90° bend-300 300 301 732324 1 781435 0 781806 8** 781753 5** 143
Cover 90° bend-400 400 401 732325 8 781436 7 781807 5** 781754 2** 221
Cover 90° bend-500 500 501 732326 5 781437 4 781808 2** 781755 9** 299
Cover 90° bend-600 600 601 732327 2 781438 1 781809 9** 781756 6** 390
Cover 90° bend-800 800 801 781802 0** 781793 1** 781810 5** 781794 8** 460
Cover 90° bend-1000 1000 1001 732328 9** 781439 8** 781811 2** 781757 3** 871
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Stainless steel (AISI316L)

For ladder width B
Stainl. steel
(AISI316L) Weight kg

mm mm Part. No. C* 100 st
Cover 90° bend-150 150 147 788639 5** 44
Cover 90° bend-200 200 197 788640 1** 62
Cover 90° bend-300 300 297 788641 8** 105
Cover 90° bend-400 400 397 788642 5** 223
Cover 90° bend-500 500 497 788643 2** 310
Cover 90° bend-600 600 597 788644 9** 408
Cover 90° bend-800 800 797 788645 6** 643
Cover 90° bend-1000 1000 997 788646 3** 926
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Fasten cover to Profile support 
piece 37 using Cover clamp.

Mount with Profile support pieces 
37, Cover clamps and Cover 
joints.
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WEF-0001Fits T-junctions. Installed with a Profile support piece 37, 
Cover clamp and Cover joint. 

Use and installation

Cover T-junction

For ladder
width A B L Pre-galv.

Hot dip
galv.

Pre-galv.
White

ZINKPOX®
White Weight kg

Cover mm mm mm mm Part. No. C* Part. No. C* Part. No. C* Part. No. C* 100 pcs

T-junction-150 150 400 151 651 732345 9** 781440 4** 781812 9** 781765 8** 182
T-junction-200 200 450 201 701 732346 3** 781441 1** 781813 6** 781766 5** 221
T-junction-300 300 550 301 801 732347 0** 781442 8** 781814 3** 781767 2** 312
T-junction-400 400 650 401 901 732348 7** 781443 5** 781815 0** 781768 9** 416
T-junction-500 500 750 501 1001 732349 4** 781444 2** 781816 7** 781769 6** 533
T-junction-600 600 850 601 1101 732350 0** 781445 9** 781817 4** 781770 2** 676
T-junction-800 800 1050 801 1301 781803 7** 781796 2** 781818 1** 781797 9** 710
T-junction-1000 1000 1240 1001 1501 732351 7** 781446 6** 781819 8** 781771 9** 1352
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Stainless steel (AISI316L)

For ladder width A B L
Stainl. steel
(AISI316L) Weight kg

mm mm mm mm Part. No. C* 100 pcs
Cover T-junction-150 150 402 147 657 788647 0** 95
Cover T-junction-200 200 452 197 707 788648 7** 126
Cover T-junction-300 300 552 297 807 788649 4** 196
Cover T-junction-400 400 652 397 907 788650 0** 394
Cover T-junction-500 500 752 497 1007 788651 7** 525
Cover T-junction-600 600 852 597 1107 788652 4** 672
Cover T-junction-800 800 1052 797 1307 788653 1** 1011
Cover T-junction-1000 1000 1242 997 1507 788654 8** 1414
*EAN-code=732167+Part.no+C (control figure)

Fasten cover to Profile support 
piece 37 using Cover clamp.

Mount with Profile support pieces 
37, Cover clamps and Cover 
joints.
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WEF-0001To be used as protection against ice and snow.
Meant for cable ladder widths 300-400. 

Use and installation

Protecting cover

A Pre-galv. Hot dip galv. Weight kg
mm Part. No. C* Part. No. C* 100 st

Protecting cover 300 300 786738 7 786746 2 880
Protecting cover 400 400 786739 4 786747 9 990
*EAN-code=732167+Part.no+C (control figure)

To be mounted on ladder KHZ 
with Intermediate connection bolt 
29. When mounted on other 
ladders or when needed, drilling 
screw Æ 4.2 is used.

The covers can be mounted 
edge to edge.

The covers can be mounted with 
overlap. The assymmetric hole 
pattern can be used to achieve a 
good fit.
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WEF-0001,0011The steel wire is available in several qualities. To be installed as carrier of one or more cables. 

Use and installation

Steel wire

Dim Breaking load Weight kg
mm kg Part. No. C* 100 m

HT-2309 Steel wire galvanized, soft 5.0 700 713679 7 15.5
HT-2311 Steel wire 7 x diam 1.71=16 mm² coated, grey 6.15 970 713688 9 13.5
HTR-2322 Steel wire stainless, hard 2.5 450 713681 0 3.9
HTR-2323 Steel wire stainless, hard 3.0 700 713682 7 5.6
HTR-2324 Steel wire stainless, hard 4.0 1200 713683 4 10.0
*EAN-code=732167+Part.no+C (control figure)

Steel wire installed in ceiling with beams.

Steel wire installed in ceiling.
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WEF-0001For steel wire installation in ceilings. 

Use and installation

WEF-0001Bracket for wall installation. 

Use and installation

Angle bracket 5L

Hot dip galv.
Stainl. steel
(AISI316L)

ZINKPOX®
White Weight kg

Part. No. C* Part. No. C* Part. No. C* 100 pcs
Angle bracket 5L 731791 2 731793 6 731792 9 15
*EAN-code=732167+Part.no+C (control figure)

Angle bracket 5L is installed in 
ceiling with Expansion bolt or 
concrete screw.
Max. permitted loading
600 kg (6 kN).

Wall bracket HT-14

Hot dip galv. Weight kg
Part. No. C* 100 pcs  

Wall bracket HT-14 713671 1 18
*EAN-code=732167+Part.no+C (control figure)

Wall bracket HT-14 is installed on wall with Expansion bolt or 
concrete screw.
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WEF-0001Carrying bracket for ceiling installation. 

Use and installation

WEF-0001Carrying bracket for ceiling installation 

Use and installation

Carrying bracket HT-31

Hot dip galv. Weight kg
Part. No. C* 100 pcs

Carrying bracket HT-31 713672 8 2
*EAN-code=732167+Part.no+C (control figure)

Carrying bracket HT-31 is
installed on ceiling beam with 
Expansion bolt or concrete 
screw .

Carrying bracket HT-33/34

A Pre-galv. Weight kg
mm Part. No. C* 100 pcs

Carrying bracket HT-33 14 713674 2 1
Carrying bracket HT-34 38 713675 9 2
*EAN-code=732167+Part.no+C (control figure)

Carrying bracket is installed in 
ceiling with Expansion bolt or 
concrete screw.
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WEF-0001End bracket for ceiling beam installation. 

Use and installation

WEF-0001Carrying bracket for I-beam installation. 

Use and installation

End bracket HT-11

Hot dip galv. Weight kg
Part. No. C* 100 pcs

End bracket HT-11 717618 2 41
*EAN-code=732167+Part.no+C (control figure)

End bracket HT-11 is installed on 
ceiling beam with Expansion bolt 
or concrete screw.

Carrying bracket HT-152

Hot dip galv. Weight kg
Part. No. C* 100 pcs

Carrying bracket HT-152 717636 6 38
*EAN-code=732167+Part.no+C (control figure)

Carrying bracket is easily
installed on I-beam.
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WEF-0001To be installed at the ends of steel wires. 

Use and installation

WEF-0001Pipe for locking of wire. 

Use and installation

Tightening loop HT

A C D Hot dip galv. Weight kg
mm mm mm Part. No. C* 100 pcs

Tightening loop HT-611 125 100 22 713689 6 10
Tightening loop HT-621 270 100 50 713690 2 18
Tightening loop HT-631 400 150 50 713691 9 29
*EAN-code=732167+Part.no+C (control figure)

Tightening loop is installed in 
End bracket HT-11 for installation 
on ceiling beam.

Tightening loop is installed in 
Angle bracket 5L for installation 
in ceiling.

Tightening loop is installed in Wall bracket HT-14
for installation on wall.

Pipe HT-68, HTR-68

Hot dip galv.
Stainl. steel
(AISI316L) Weight kg

Part. No. C* Part. No. C* 100 pcs
Lock HT-68 713677 3 1
Lock HTR-68 713678 0 1
*EAN-code=732167+Part.no+C (control figure)

The steel cable is easily locked 
with the pipe.
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WEF-0001Carrying slings for cables. 

Use and installation

Carrying sling HT-51

Pre-galv. Weight kg
Part. No. C* 100 pcs

Carrying sling HT-51 713676 6 6
*EAN-code=732167+Part.no+C (control figure)

Carrying sling with space for 
6 cables max. diam. 16 mm.
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WEF-0001Used for mounting in underground cavities and tunnels. 

Use and installation

View - Round bar fixings

Round bar fixing for ceilings

Hot dip galv.
Stainl. steel
(AISI316L) Weight kg

Part. No. C* Part. No. C* 100 pcs
Round bar fixing for ceilings 792863 7 792864 4** 90
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Round bar fixing for ceilings is 
mounted on pendant/fixing rail 
24/48 with screw set 22S. 
Support bracket 3 is mounted 
directly on the fixing with Screw 
set 22S.

Using round bar fixing for 
ceilings, pendant/fixing rail 
24/48 and screw set 22S it 
is possible to make a vertical 
piece that can be installed at 
an angle of up to 10°.

Round bar fixing

for floors

Round bar fixing

for floors

T-bolt alt

Support bracket 3

Clamp set M6

Support bracket 3
Screw set 22S

Round bar fixing

for ceilings

Round bar fixing

for walls

Round bar fixing

for walls

T-bolt

Pendant/Fixing rail 24/48

Pendant/Fixing rail 24/20F

T-bolt

Screw set 22S

M8

c/c 37

4
4

2
5

Ø9x12

20 100 45 45 20 6

6
0

4
2

70

Ø9x25

9

2
0
°

325

3
7

Max 10°
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WEF-0001Used for mounting in underground cavities and tunnels. 

Use and installation

WEF-0001Used for mounting in underground cavities and tunnels. 

Use and installation

Round bar fixing for floors

Hot dip galv.
Stainl. steel
(AISI316L) Weight kg

Part. No. C* Part. No. C* 100 pcs
Round bar fixing for floors 792865 1 792866 8** 91
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Round bar fixing for floors
mounted on Pendant/fixing rail 
24/48 with Screw set 22S.

Round bar fixing for floors
mounted on Pendant/fixing rail 
24/48 with T-bolt 26F.

Round bar fixing for walls

Hot dip galv.
Stainl. steel
(AISI316L) Weight kg

Part. No. C* Part. No. C* 100 pcs
Round bar fixing for walls 792867 5 792868 2 68
*EAN-code=732167+Part.no+C (control figure) **Produced to order

Round bar fixing for walls 
mounted on Pendant/fixing rail 
24/20F with T-bolt 26F.
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WEF-0001Used for installation of Support bracket 3 directly on roof bolt.

**  Clamp set M6-25 must be used for Support bracket 3, hot dip and pre-galvanized.
*** Clamp set M6-20 must be used for Support bracket 3, stainless steel AISI316L 

 and Installation plate 60, all surface treatments. 

Use and installation

Clamp set M6

Stainl. steel
A (AISI316L) Weight kg

mm Part. No. C* 100 pcs
Clamp set M6-25**  (2 clamps and 4 locking nuts) ø29 720786 2 5
Clamp set M6-20*** (2 clamps and 4 locking nuts) ø24 725587 0 4
*EAN-code=732167+Part.no+C (control figure)

For installation of Support
bracket 3 directly on ribbed 
bar 16-25 or fully threaded 
bar M16-M27.

Max. symmetrical loading 300 
kg. Make sure the clamps grip 
the bar in a correct manner.






















































